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(2) After the tanks that are to be
used as ballast tanks when leaving the
port are crude oil washed and stripped
but not water rinsed or bottom flushed,
they are filled with water and the total
volume of crude oil floating on top of
the water in these tanks is 0.085 per-
cent or less of the total volume of
these tanks.

(b) Except on a tank vessel under
§ 157.10(e), if the initial inspection
under paragraph (a) of this section has
been passed and the vessel arrives at
the first cargo loading port after com-
pleting a ballast voyage, the Coast
Guard monitors the discharge of efflu-
ent from those tanks that have been
crude oil washed, water rinsed,
stripped, and filled with ballast water
to determine whether or not the oil
content of the effluent is 15 ppm or
less.

[CGD 77–058b, 45 FR 43709, June 30, 1980, as
amended by CGD 82–28, 50 FR 11628, Mar. 22,
1985]

§ 157.142 Letter of acceptance: Inspec-
tions.

If the inspections under § 157.140 are
passed, the Coast Guard issues to the
tank vessel a letter that states that
the vessel complies with this subpart.

§ 157.144 Tank vessels of the same
class: Inspections.

(a) If more than one tank vessel is
constructed from the same plans, the
owner or operator may submit a writ-
ten request to the Commandant (G–
MOC), U.S. Coast Guard, Washington,
D.C. 20593–0001, for only one of those
tank vessels to be inspected under
§ 157.140.

(b) Only one tank vessel of the class
is inspected under § 157.140, if the Com-
mandant accepts the request submitted
under paragraph (a) of this section.

[CGD 77–058b, 45 FR 43709, June 30, 1980, as
amended by CGD 82–28, 50 FR 11630, Mar. 22,
1985; CGD 88–052, 53 FR 25122, July 1, 1988;
CGD 96–026, 61 FR 33668, June 28, 1996]

§ 157.146 Similar tank design: Inspec-
tions on U.S. tank vessels.

(a) If a U.S. tank vessel has tanks
similar in dimensions and internal
structure, the owner or operator may
submit a written request to the Officer
in Charge, Marine Inspection, of the

zone in which the COW system is in-
spected, for only one of those tanks to
be inspected under § 157.140(a)(1).

(b) Only one tank of a group of tanks
similar in dimensions and internal
structure is inspected under
§ 157.140(a)(1), if the Officer in Charge,
Marine Inspection, accepts the request
submitted under paragraph (a) of this
section.

§ 157.147 Similar tank design: Inspec-
tions on foreign tank vessels.

(a) If a foreign tank vessel has tanks
similar in dimensions and internal
structure, the owner or operator may
submit a written request to the Com-
mandant (G–MOC), U.S. Coast Guard,
Washington, D.C. 20593–0001, for only
one of those tanks to be inspected
under § 157.140(a)(1).

(b) Only one tank of a group of tanks
similar in dimensions and internal
structure is inspected under
§ 157.140(a)(1), if the Commandant ac-
cepts the request submitted under
paragraph (a) of this section.

[CGD 77–058b, 45 FR 43709, June 30, 1980, as
amended by CGD 82–28, 50 FR 11630, Mar. 22,
1985; CGD 88–052, 53 FR 25122, July 1, 1988;
CGD 96–026, 61 FR 33668, June 28, 1996]

§ 157.148 COW system: Evidence for in-
spections.

(a) Before the inspections under
§ 157.140 are conducted by the Coast
Guard, the owner or operator of a for-
eign tank vessel that is to be inspected
must submit to the Coast Guard in-
spector evidence that the COW system
has been installed in accordance with
the plans accepted under § 157.106.

(b) Before the inspections under
§ 157.140 are conducted by the Coast
Guard, the owner or operator of a tank
vessel that is to be inspected must sub-
mit to the Coast Guard inspector evi-
dence that the COW piping system has
passed a test of 11⁄2 times the design
working pressure.

§ 157.150 Crude Oil Washing Oper-
ations and Equipment Manual: Re-
cording information after inspec-
tions.

After passing the inspections under
§ 157.140, the owner, operator, and mas-
ter shall ensure that the following are
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